
NOTE:

1. THIS IS A ULTRA-HIGH VACUUM COMPONENT (UHV).

2. WHEN MACHINING VACUUM PARTS, USE OF SILICONE
   AND SULPHUR-BASED CUTTING FLUIDS IS PROHIBITED.
   USE ONE OF THE FOLLOWING:

A) CIMCOOL 5 STAR 49

B) TRIM SOL

3. MATERIAL: 304 SST MODIFY FROM PURCHASED PART
MDC #110031; NON-ROTATABLE FLANGE

4. ALL DIMENSIONS IN [ ] ARE MILLIMETERS

AND ARE FOR REFERENCE ONLY.
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ARGONNE NATIONAL LABORATORY

PARTS LIST

ITEM DWG/PART NUMBER NOMENCLATURE OR DESCRIPTION MATERIAL / SPEC QTY
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P4420004-00

P4-420004-00

P4-40  INTEGRAL SHUTTERS
FOR 4-ID-B MODIFIED

NONROTATABLE
VACUUM FLANGE

SEE NOTE #3
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MUSCIA 7/21/99

J. CHANG 12/9/99

CHANG/MUSCIA 7/21/99

J. CHANG 12/9/99

D. SHU 12/18/99

T.M. KUZAY 1/13/00

1 MDC VACUUM PRODUCTS CORP.

FAX: 1-510-887-0626
TEL: 1-800-443-8817
HAYWARD, CA 94545-1651
23842 CABOT BLVD.

REF. SOURCE

1


